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Description:
Track S-100 offers a featuring and modern appearance to blend into any
background. Made of die-cast aluminum, the track and lamp is finish
powder coated in black, durable and high class. Flexible rotation in horiti-
zontal 360 degree and vertical 90 degree make the track lamps lighting
up the right place.

Specifications:

Wattage:
Lamp Luminous Flux:
Materials:
CRI:
CCT:
Rated Voltage:
Power Factor:
Operating Temp:
Adjustable Angle :

15W
1500-1600LM
Aluminium
Ra>80/90
2700-6500K
AC 180-240V 50/60Hz
>0.95
-30℃~40℃
360° horizontal axis, 90° vertical axis

Both wide & narrow beam
angle version available

30pcs LEDs Each Module
Beam Angle: 120°

9pcs LEDs Each Module
Beam Angle:30°



Feature

Magnetic Suction Design
- Toolless plug & play

Adjustable Module
- 360° Horizontally Adjustable
- 90° Vertically Adjustable

Magnetic Connector
- Connect without wiring,
just plug in.

Multi-track extensions,
with maximum load of

5A.

More features details on our Youtubechannel:
www.youtube.com/channel/UCrck6mqxiwLCnr5OvHVoZVg

http://www.youtube.com/channel/UCrck6mqxiwLCnr5OvHVoZVg


Size

Packaging

Installations

Pole Suspension Ceiling

* Length customization available

Lamp Head
(A/B Type)

Net weight: 0.3KG

0.4KG
19*13*7cm

.
4.5KG

36*28*22cm

Track -1m &
Steel rope × 2pcs
Net weight: 1.1KG

1.4KG
110*9.5*8.5cm

9KG
117*28.5*21cm

* For 1pcs sample, we provide cylindrical carton

Packaging

6pcs each carton 6pcs each carton10pcs each carton

Accessories

Track -0.6m &
Steel rope × 2pcs

Net weight: 0.75KG

1.0KG
68.5*9.5*8.5cm

6.5KG
73*28.5*21cm

Telescopic pole
0.45KG

40*8.5*4.5cm
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